
R 170

R 170 Top Cut

THE UTILITY OF A VARIABLE CHAMBER
More compact bales.
Uniformity of the product rolling.
Easy unrolling of the bale.
Less space for storage.

The rotary feeder guarantees feeding of 
any products.
Upon request, TOP CUT cutting system 
with 13 knives hydraulically engaged.

Unloading of the bale is indicated
by a visual warning on the machine.

Electronic unit device
with the following fonctions
•	 Setting of bale’s diameter
•	 Automatic or manual starting 
	 of the net binding
•	 Indicator of bale’s making
•	 Pressure setting
•	 Bales counter partial or total
•	 Command for Knives (Top Cut)
	 (if machine is provided))

Rotopresse R 170
The development of originality
maintaining the simplicity

ROUND BALERS A VARIABLE CHAMBER012

A range to satisfy all 

harvesting needs

R170 is synonym of research, 
originality and absolute innovation: 
the challenge was to want to create 
a unique product of its kind, capable 
of great performance, which however 
maintained the fundamental features 
of reliability and easy to use.

THE FORMING STRAP
a SINGLE ring structure without 
jonction, determines less product 
loss, better compactness of the bale 
and the great advantage of being 
able to press any type of product, 
with great ease of use and reduced 
maintenance.
Belt thickness 8 mm with layers of 
reinforcing polyester monofilament,
to make the edge very resistant.

Pick-Up 220 cm wide with 2 side augers and a metal 
sheet with roller that facilitates the collection of short 
products.

Simple adjustment 
of the bale DENSITY 
on 4 levels, with the 
advantage to have a + 
or - compact CORE.



The standard mobile plate Non-Stop (against 
entrapment) increase the reliability of the 
machine in baling any type of products

Adjustable diameter of the bale 
from 90 till 170 cm.

R 170 - S Series R 170 Top Cut - S series
Length (mm) 4400 4400
Width (mm) 2550 2550
Height (mm) 2750 2750
Wheelbase (I) 3000 3000
Weight (Kg) 3400 3500
Min. power PTO KW/CV request 68 (90) 89 (100)
PTO (rpm) 540 540
Bale diameter (mm) Ø 90 ÷ 170 90 ÷ 170
Bale width (mm) 1230 1230
No. of rollers 4 4
Strap 1 1
Pickup width (mm) 2200 2200
No. of pick-up teeth per row 28 28
Distance between teeth (mm) 70 70
Pick-up lifting Hydraulic single - acting
Net knotter Standard Standard
Tires 500/50-17 500/50-17

ROUND BALERS A VARIABLE CHAMBER 022

• Two SENSORS mounted on the joint of two 
pulleys on the sides of the belt indicate the 
uniformity of the product load in the chamber

	 of pressing.

• The springs tensioner arm maintain pressure 
till the request diameter and two hydraulic 
cylinders ensure uniform pressure with any 
bale diameter.


