
The front protective grid is standard on all models.
The rear hydraulic sluice (option) permits loading of muds and semi-liquid products.

Four chain belt 2+2
with independent
tensioner (optional).

MANURE SPREADERS0311

CS 140CS 140 S

Manure spreaders
2 - Axles / 3 - Axles
Strength, simple, original



The spreading device is 
manufactured by Supertino. 
The 4 vertical augers with tempered 
steel tips and 4 plates positioned 
under the augers, allows to obtain 
perfect crushing of any manure.

Spreader device with incorporated reduction gear
CS 120 - CS 140 - CS 140s - CS 200.

CS 120 CS 140 CS 140S CS 200
Max. lenght (mm) 6300 6800 7300 8700
Max. width (mm) 2250 2250 2550 2550
Max. height (mm) 2850 2850 3050 3200
Lenght of the tank (mm) 4500 5000 5500 6500
Width of the tank (mm) 2000 2000 2280 2280
Height of the sides (mm) 1130 1130 1300 1300
Loading capacity (Kg) 12000 14000 14000 20000
Capacity (m3) 10 12 17 20
Axles 2 with balance system 2 with balance system 2 with balance system 3 front and rear steering

Standard tires 385/55  19,5 385/65  22,5 385/65  22,5 560/60  22,5

Weight (Kg) 3800 4700 5300 7700
Auguers transmission Gear in single-girder version Gear in single-girder version Gear in single-girder version Gear in single-girder version

Belt transmission Hydraulic Hydraulic Hydraulic Hydraulic

MANURE SPREADERS 0411

CS 200

3 axles with lift springs suspension.

Front and rear steering axles.


