
Manure spreaders
1 - Axle / 2 - Axles / 3 - Axles “MOTHER REGULATION”
Strength, simple, original

Spreader device with incorporated reduction gear

The spreading device we produce, 
with 4 vertical auger rollers with 
tempered steel tips and 4 plates 
positioned under the augers, allows to 
obtain perfect crushing of any manure.

DOTAZIONE STANDARD

	 • Gear in single-girder version 
• Spreader with 4 vertical rollers 
• 4 cm wooden platform and sides 
• Rails of chains in stainless steel 
• 4 chains (2+2) hydraulic belt 
• Mechanical foot 
• Cardan shaft with safety bolt 
• Tractor coupling with eye
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CS 180 MR

CS 300 MR
CS 100 MR



The rear hydraulic sluice (option) 
permits loading of muds and semi-
liquid products.

CS 100 MR CS 180 MR CS 300/65 MR CS 300/75 MR
Max. lenght (mm) 6560 7640 7990 9850
Max. width (mm) 2550 2550 2550 2550
Max. height (mm) 4000 4000 4000 4000
Lenght of the tank (mm) 4500 5500 6500 7500
Width of the tank (mm) 2000 2280 2280 2280
Height of the sides (mm) 1100 1300 1500 1500
Loading capacity (Kg) 13000 21000 33000 33000
Capacity (m3) 14 17 22 26

Axles 1
2 

with balance system - 
rear steering axle

3 front and rear steering 3 front and rear steering

Standard tires 560/60 - 22,5 560/60 - 22,5 560/60 - 22,5 560/60 - 22,5

Brake system Air Air Air Air

Tractor coupling Towing eye Towing eye Towing eye Towing eye

Weight (Kg) 4500 6400 8700 9350
Auguers transmission Gear in single-girder version Gear in single-girder version Gear in single-girder version Gear in single-girder version

Belt transmission Hydraulic Hydraulic Hydraulic Hydraulic
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Guillotine gate with rails and 
independent hydraulic side bulkheads. 
(Optional).

Two augers with central gear 
(optional).

Spreading device with 4 vertical 
augers.


